
35MM SHOOT – SCAN- DIGITAL GRADE- RECORD - DI NEGATIVE PATH  

ORIGINAL CAMERA NEGATIVE –SUPER 35  or 1.85 

 
 
 
 
 
 
 
 
 
 
 

COMPOSITE ANSWER PRINT 
35mm DI NEGATIVE sync’d 

with 35mm OPTICAL SOUND 
NEGATIVE  

PICTURE DELIVERY MATERIALS 
(35mm INTERPOSITIVE & 

INTERNEGATIVE) 

NEG MATCHING SERVICE 
LAB & TELECINE 1. Fiilm negative received after telecine is 

filed using computer software matching 
the telecine timecode to the film negative 
keycode.   

Laboratory processed neg telecined @ 25fps 
to SP Betacam (or direct to Avid portable drive) 

2. Converts timecode of FINAL CUT Editing 
EDL to film negative keycode +/- frames 
for each shot in/out point.  Sends this list 
of in/out edit points with selected film 
negative rolls to DI scan. 

EDITING 
1. digitizes in Avid from SP Betacam 

to edit @ 24fps to  
2. FINAL LOCKED CUT –  
3. send EDL to Neg Matching 

Service to assemble selected  
shots (neg) & convert to keycode 
accurate film frame count for scan. 

DIGITAL INTERMEDIATE (DI) SCAN-GRADE 
1. 35mm Film negative (shots) SCANNED 

into Lustre  
2. then CONFORMED in Final Cut order 
3. for DIGITAL GRADE 
4. for file output in 35mm Flat or in Aspect 

ratio ( 2.35 or 1.85) onto DLT drive  
VIDEO MASTERING 

1. 2K log (film) file converted to a HD 
lin (video file) 

DI RECORD - LAB records out DLT to 35mm 
DIGITAL INTERMEDIATE (DI) NEGATIVE 

35mm MUTE 
ANSWER PRINT 
(approve grade) 

2. HD lin file sent to Video Facility to 
record out to HD D5 24p video 
master tapes (sound layback/sync 
from DA-88 audio tape) 

CC/35mm DI Path 


